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COVERAGE CHART/ESTIMATING GUIDE
Number of 12 ft. planks, does not include waste

COVERAGE AREA LESS OPENINGS CEMPLARKAP SIDING WIDTH

SQ 51/4 61/4 71/4 7112 8 81/4 91/4 91/2 12
(1 SQ = 100 sq.ft]) (exposure) 4 5 6 614 634 7 8 81/4 10 3/4
1 25 20 17 16 15 14 13 13 9
2 50 40 33 32 30 29 25 25 19
3 75 60 50 48 44 43 38 38 28
4 100 80 67 64 59 57 50 50 37
5 125 100 83 80 74 71 63 63 47
6 150 120 100 96 89 86 75 75 56
7 175 140 117 112 104 100 88 88 65
8 200 160 133 128 119 114 100 100 74
9 225 180 150 144 133 129 113 113 84
10 250 200 167 160 148 143 125 125 93
11 275 220 183 176 163 157 138 138 102
12 300 240 200 192 178 171 150 150 112
13 325 260 217 208 193 186 163 163 121
14 350 280 233 224 207 200 175 175 130
15 375 300 250 240 222 214 188 188 140
16 400 320 267 256 237 229 200 200 149
17 425 340 283 272 252 243 213 213 158
18 450 360 300 288 267 257 225 225 167
19 475 380 317 304 281 271 238 238 177
20 500 400 333 320 296 286 250 250 186

This coverage chart is meant as a guide. Actual usage is subject to variables such as building design. Cemboard does not assume responsibility
for over or under ordering of product.

SPECIFIC REQUIREMENTS FOR ELEVATIONS OF 4000 FT. AND ABOVE
ALL OTHER REQUIREMENTS SPECIFIED IN THESE INSTRUCTIONS AND NOT ADDRESSED BELOW ARE APPLICABLE.

Do not use Cemplalalp siding in Fascia or Trim applications.
* Maintain a minimum 2" clearance between Cerduhartd and roofs, decks, paths, steps and driveways (figs. 17, 18 & 19).

CLEARANCES

Maintain a minimum 2" clearance betwegpintain a 2" minimum clearance betwefhthe juncture of the roof and vertical surfaces,
Cemboard products and paths, steps andemboard products and decking materiflpshing and counterflashing shall be installed per
driveways. the roofing manufacturer’s Instructions.
Provide a 2" clearance between the roofing and the
bottom edge of the siding and trim.
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CUT EDGE TREATMENT (PRIMED & FACTORY BUILT COLOR PRODUCTS)
Caulk, paint or prime all field cut edges.

RECOGNITION: In accordance with ICC-ES Evaluation Report ESR-2290, Cemplank® lap siding is recognized as a suitable alternate to that speci ed in: the 2006,2009,&2012 International Residen
Code for One- and Two-Family Dwellings, and the 2006, 2009, & 2012 International Building Code,. Cemplank lap siding is also recognized for application in the following: City of Los Angeles Resea
Report No. 24862, State of Florida listing FL#889, Dade County, Florida NOA No. 02-0729.02, U.S. Dept. of HUD Materials Release 1263c, Texas Department of Insurance Product Evaluation EC-23
New York MEA 223-93-M, and California DSA PA-019. These documents should also be consulted for additional information concerning the suitability of this product for speci ¢ applications.
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